D. 1. CARBON ADSORPTION MONITO/RING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) v ,

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION VONITORING LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monito}ing

Condition D.1.17 Record Keeping Requirements (c) N
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITOR(NG LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c)

PCI shall document compliance by monitoring for VOC breakthrough at least once per shi
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough i
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D. 1. CARBON ADSORPTION NIONITOEQTN’G

|

LOG FOR DAILY AND QUARTERLY

bqndi’qpn D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c)

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION
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and the tanks are in operations. PCl shall replace the carbon canister w
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements () , S

PCi shall document compliance by monitoring for VOG breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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Inspector:

Date of Ins?pfec?i\on:

2 A

Y2 0 A
Shift: (First or Second)
Monitor ID: , =
e/ Vi afw;) o

Instrument Calibratiorl Gaseé-

§ o

Background lnstrumeﬁt Reading:.

;; ; )
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in
Control Device Insp. Replacement Roll Off Box No. for
Offsite Combustion
_ Y/N Date Time
Vapor Recovery System: Running | Down
CARBON OR FLARE* "
SDS Shredder Running | Down \ T o
ATDU | OWS Running, | Down « JENSU—
oo -~ Tanks 52,53,54 | Running | Down — . | P
(Tanks 02 through 04) e . Y./ - U I -
Distillation Unit Running | Down ), P
Tank 51 Running | Down —
. <,_4¢”’§W : { e
| Tank 55 Running | Down SO
Revised 2/10/09




D. 1. CARBON ADSORPTION MONITOﬁ[NG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (C) ‘
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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Gondition D.1 .10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (¢)

pCl shall document compliance by monitoring for YOG breakthrough at

D. 1. CARBON ADSORPTION VONITURING LOG FOR DAILY AND QUARTERLY

least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is
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D. 1. CARBON ADSORPTION MONITﬁﬁING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) N
PCI shall document compliance by monitoring for YOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note.
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ND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (¢) , o

PCl shall document compliance by monitorind for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MON!TORING LOG FOR DAILY AND QUARTERLY

(‘bndn‘uon D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Céndition D.1.17 Record Keeping Requirements (c) ] . _
PCl shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder; the ATDU, the Distillation Unit,

and the tanks are in operations. pPCl shall replace the carbon canister when breakthrough is detgacted as stated below under Note.
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (C) ‘ -

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITOR(NG LOG FOR DAILY AND QUARTERLT
Gondition D.1 .10 Carbon AdsorberlCanister Monitoring

Condition D.1.17 Record Keeping Requirements (c) N
pCl shall document compliance by monitoring for VOC breakthrough at |east once per shift when the SDS shredder, the ATDU, the Distillation Unit;
d below under Note.

and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected as state
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Momtoring

Condition D.1.17 Record Keeping Requirements (c) T
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note.

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION
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D.‘1. CARBON ADSORPTION MONITOR\NG LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements () , v , .
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift wheri the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detgcted as stated below under Note.
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Gondition, D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c)

PCI shall document compliance by monitoring for VOC breakthrough at leas

and the tanks are in operations. PCl shall replace the carbon canister when

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION

Inspector: . 3 .
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D. 1. CARBON ADSORPTION MONITCR‘NG LOG FOR DAILY AND QUARTERLY

o SDS shredder, the ATDU, the Distillation Unit,
breakthrough is detected as stated below under Note.
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5. 1. CARBON ADSORPTION LIGNITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Redquirernents (C) ,
PCl shall document compliance by monitoring for VvOC breakthrough at least once per shift when th

and the tanks are in operations.

e SDS shredder, the ATDU, the Distillation Unit,

pCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION VONITORING LOG FOR DAILY AND QUARTERLY

‘Gondition, D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (€) , o
PCl shall document compliance by monitoring for VOG breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.

ON ADSORPTION SYSTEM INSPECTION

f' (_omie

D.1.14 CARB

Date of Inspection:
1 2./13/ 11
Shift: (First or Second)
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Monitor 1D: ‘
M, Rae 2000
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D. 1. CARBON ADSORPTION \IONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condifion D.1.17 Record Keeping Requirements (C) , o
PClI shall document compliance by monitoring for YOG breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION
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[TORING LOG FOR DAILY AND QUARTERLY

D. 1. CARBON ADSORPTION MON

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (¢) S
st once per shift when the SDS shredder, the ATDU, the Distillation Unit,

PCl shall document compliance by monitoring for YOG breakthrough atlea
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detgcted as stated below under Note.
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D. 1. CARBON ADSORPTION MONlTORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Céondition D.1.17 Record Keeping Requirements (©) . -
pCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is det@cted as stated below under Note.
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D.1. CARBON ADSORPTION MONITdR\NG LOG FOR DAILY AND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Céndition D.1.17 Record Keeping Requirements (C) _ ‘
PCl shall document compliance by monitoring for vOC breakthrough at least once per shift when the SDS shredder, the ATDUY, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when preakthrough is detgacted as stated below under Note.

.14 CARBON ADSORPTION SYSTEM INSPECTION
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D.1. CARBON ADSORPTION MONITOﬁlNG LOG FOR DAILY AND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (C) ,
PCi shall document compliance by monitoring for VvOC breakthrough at
and the tanks are in operations. PGl shall replace the carbon canister when breakthrough is detecte

least once per shift when the sDS shredder, the ATDU, the Distillation Unit,
d as stated below under Note.
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D. 1. CARBON ADSORPTION {ONITORING LOG FOR DAILY AND QUARTERLY

Gondition D." .10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) , o
akthrough at least once per shift when the SDS shredder, the ATDUY, the Distillation Unit,

PCl shall document compliance py monitoring for VOC bre
| replace the carbon canister when breakthrough is detected as stated below under Note.

and the tanks are in operations. PCI shal

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (©) , -
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the sPS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Camster Monitoring

Céndition D.1.17 Record Keeping Requirements (c)
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note.
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- D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (¢) / o
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detgected as stated below under Note.
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D. 1. CARBON ADSORPTION N\ONlTORlNG LOG FOR DAILY AND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (C) , S
pPCl shall document compliance by monitoring for VvOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detgc’ted as stated below under Note.
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D.1. CARBON ADSORPTION MONlTOFi\NG LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) _ " S
PCl shall document compliance by monitoring for YOG breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PGl shall replace the carbon canister when breakthrough is detgcted as stated below under Note.
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D. 1. CARBON ADSORPTION MONITOR’(NG LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c)

PCI shall document compliance by monitoring for vOC breakthrough at
and the tanks are in operations. PCI shall replace the carbon canister w
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D. 1.10 Carbon Adsorber/Cannster Monitoring

Condition D.1.17 Record-Keeping Requirements (C)
PC! shall document compliance by monitoring for vOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (C) , -
i by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

PCl shall document compliance
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detgcted as stated below under Note.
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D. 1. CARBON ADSORPTION MONlTOE‘RlN/G LOG FOR DAILY AN‘D QUARTERLY

Gondition D.1 10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (©) _

PCl shall document compliance by monitoring for YOG breakthrough at least on
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected a

ce per shift when the SDS shredder, the ATDU, the Distillation Unit,
s stated below under Note.
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o D. 1. CARBON ADSORPTION VIONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1.10 Carbon Adsorber/Canister Monitoring

Céndition D.1.17 Record Keeping Requirements (C) , -

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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40 Carbon Adsorber/Canister Monitoring

Gondition D.1 !
47 Record Keeping Requirements (c)

Condition D1
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and the tanks are in operations.
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY

Gondition D.1 .10 Carbon Adsorber/Canister Monitoring

Céndition D.1.17 Record Keeping Requirements (c) , S

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note.
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